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Level 2 Insulation Inspector

Overview

Parnering with IMechE Argyll Ruane, the Indonesian Institute of Non-Destructive Tesing (IINDT) are an Approved Training and Examination
Centre for the Level 2 Institute of Corrosion Insulation Inspector course. The course is designed to prepare individuals for the ICorr

Insulation Inspector Level 2 examination.

This course assumes all candidates hold an ICorr Protective Coating Inspector approval (any level) and therefore have some knowledge of
inspection philosophy. Some corrosion and coating knowledge is also important for the insulation inspector due to the large amount of

corrosion problems which have arisen under insulation.

Inspection of both thermal (hot and cold) insulation and acoustic insulation is covered and is applicable to pipework, vessels and

equipment used in the gas, oil and process industries.

Course Content

The Level 2 course covers:

* Quality assurance

* Inspection and quality control

* Normative documents

* Insulation systems

* Insulating materials

* Protective coverings

* Fixings

* Insulation design (basic)

* Application of insulation

+ Scaffolding

* Handling and storage of materials
* Health and safety considerations
« Common problems encountered
+ Corrosion under insulation

* Reporting

+ Standards applicable

Qualification

The course is accredited by the Institute of Corrosion. On successful completion of the course and relevant coatings related experience,
candidates will become a certified Level 2 Insulation Inspector.

The certificate is valid for 5 years and can be renewed online prior to expiry.

www.iindt.com
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Course pre-requisite

Candidates should ideally hold a minimum of 24 months’

coatings related experience.

Candidates with less than 24 months' coatings experience are
still permitted to undertake the course and can become certified

once relevant experience has been obtained.

Duration
3 days - 2 days training and 1 day exam

(If hold a Protective Coatings Inspector certificate)

4 days - 3 days training and 1 day exam

(If do not hold Protective Coatings Inspector certificate)
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Cost

Please contact our team for prices

Location
Batam,

Indonesia

Contact us to book
E: admin@iindt.com
T:+628116911 899

www.iindt.com
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